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TYPE A—6 & A—8 CURBS TYPE B—6 & B—8 CURBS
NO SCALE NO SCALE
NOTE: *DIMENSIONS SHOWN IN PARENTHESES NOTE: *DIMENSIONS SHOWN IN PARENTHESES
ABOVE ARE FOR TYPE A-8 CURB ONLY. ABOVE ARE FOR TYPE B-8 CURB ONLY.
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3/4" BATIER __||_
(TYP.)
FINISH A.C. PAVEMENT #4 REBAR CONT.
/gh 1/4” ABOVE LIP OF (4X)
NG ) GUTTER (TYP.) 11/2"
A.C. PAVEMENT = : — — )\
b = N N A R
Q @ - - .. [ I - [ ] D . - ‘) [ 4 . 6" Q
N R L b . R . ,, (=)
053 TR LN 5 i o0
. CLASS 2 AB. | — f i
< » » »
O=3 95% COMPACTION ~6" | 12 023 o023 ——‘ 3" f=— 6" MIN.
_
SUBGRADE
#4 REBAR @ 12" 0.C,
EACH WAY @ 90
VALLEY GUTTER
NO SCALE
NOTES:
1. CONCRETE VALLEY GUTTER SHALL BE INSTALLED PRIOR TO PAVING.
2. INSTALL WEAKENED PLANE JOINTS AT 10 INTERVALS (MAX).
3. 18" WIDE BANDS OF PAVEMENT ON EACH SIDE OF NEW VALLEY GUTTER SHALL
BE REMOVED AND REPLACED. SEE NOTE 5 OF GENERAL NOTES (APPENDIX A)
FOR REQUIREMENTS..
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